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REMARKS 

The present Amendment amends claims 2, 3, and 5-7, cancels claims 
1 and 4 and adds new claims 8- 31. Therefore, the present application has 
pending claims 2, 3 and 5- 31 . 

Applicants* Attorney, the undersigned, and Applicant's Japanese 
Representative Mr. Hiroshi Kawano wish to thank Examiner Doan and 
Supervisory Paten Examiner Padmanobahn for the courtesy extended during 
the interview of August 10, 2008. During the interview, the differences 
between the features of the present invention as recited in the claims as 
amended by a proposed amendment presented during the interview and the 
references of record, particularly Ohran (U.S. Patent No. 5,835,953) in view of 
Cochran (U.S. Patent Application Publication No. 2004/0230859) were 
discussed. It was agreed during the interview that the claims as amended by 
the proposed amendment would overcome the references of record, 
particularly Ohran and Cochran. Accordingly reconsideration and withdrawal 
of the rejection of the claims under 35 USC §1 03(a) as being unpatentable 
over Ohran in view of Cochran is respectfully requested. 

The present Amendment incorporates the proposed amendment to the 
claims as discussed during the interview and continues use of the features as 
set forth by way of said amendments to the new claims. Therefore, the claims 
as amended by the present Amendment are allowable over the prior art of 
record as agreed during the interview. 

Also, as per the interview various amendment were made to the 
specification so as to more clearly describe the features of the present 
invention, particularly with regards to the term "storage device". Specifically 



the specification was amended to more clearly recite that each "storage 
device" elements 10, 20, 30 as illustrated in the drawings is a "storage 
system" and that each "storage device" element 108 as illustrated in the 
drawings is a "storage" or "disk device". Thus, according to the present 
invention the storage device (system) includes a storage (or disk device). 

The disclosure stands objected to due to informalities noted by the 
Examiner on page 2 of the Office Action. Amendments were made to the 
specification to correct the informalities noted by the Examiner. Therefore, 
this objection is overcome and should be withdrawn. Accordingly, 
reconsideration and withdrawal of this objection is respectfully requested. 

As discussed during the interview the present invention as now more 
clearly recited in each of claims 3, 6 and 7 is directed to a three site remote 
copy system having first, second and third storage devices. The first storage 
device couples a host computer, the second storage device and the third 
storage device. The first storage device copies data to the second storage 
device with an asynchronous copy procedure and copies data to the third 
storage device with a synchronous copy procedure. The present invention as 
recited in the claims provides a multi-target remote copy, wherein if the first 
storage device has a failure, the third storage device and the second storage 
device continue to operate with respect to requested operations of the host 
computer and continue to copy data from the third storage device to the 
second storage device. 

The present invention as recited in each of claims 3, 6 and 7 operates 
by relating data written in the first storage volume after a first time to a storage 
area of the first storage device, and controlling by the third storage device to 



store a first differential management table on which a write history of the data 
written in the first storage volume is recorded after the first time and a second 
differential management table on which the write history of the data written in 
the first storage volume is recorded after a second time subsequent to the first 
time. 

Further, the present invention as recited in each of claims 3, 6 and 7 
operates by transferring data related to the storage area of the first storage 
device from the first storage device to the second storage device with the 
asynchronous remote copy procedure after the second time, and controlling- 
by the third storage device to make contents of the data stored in the second 
storage volume consistent with contents of the data stored in the third 
storage volume by using the first differential management table and the third 
storage volume of the third storage device, if the first site has a disaster. 

It was agreed during the interview that the above described features of 
the present invention as recited in the claims "overcome the cited prior art". 
Accordingly reconsideration and withdrawal of the rejection of the claims 
under 35 USC §1 03(a) as being unpatentable over Ohran in view of Cochran 
is respectfully requested. 

As indicated above the present amendment adds new claims 8-31. 
New claims 8-31 recite many of the same features shown above and as 
agreed during the interview as not being taught or suggested by any of the 
references of record whether taken individually or in combination with each 
other. 

In view of the foregoing amendments and remarks, and the agreement 
reached during the interview, Applicants submit that claims 2, 3 and 5-31 are 



in condition for allowance. Accordingly, early allowance of the present 
application based on claims 2, 3 and 5-31 is respectfully requested. 

To the extent necessary, the applicants petition for an extension of time 
under 37 CFR 1.136. Please charge any shortage in fees due in connection 
with the filing of this paper, including extension of time fees, or credit any 
overpayment of fees, to the deposit account of MATTINGLY, STANGER, 
MALUR & BRUNDIDGE, P.C., Deposit Account No. 50-1417 (500.43776X00). 
Respectfully submitted, 

MATTINGLY, STANGER, MALUR & BRUNDIDGE, P.C. 



Carl I. Brurfciidge 
Registration No. 29,621 
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BACKGROUND OF THE INVENTION 
1- Field of the Invention 

The present invention relates to a storage 
system and a method of controlling the same. 



5 2. Description of the Related Art 

Disaster recovery is important in an 
information-processing system. As a technique for 
recovery from a disaster, the standard technique is 
known to store and manage^en^ a copy of the data on a 
10 storage device^ at a primary site by a storage device 
located at a remote site (hereinafter, this technique 
is referred to as 'remote copy 1 ). According to this 
technique, when the primary site is damaged, processes 
performed at the primary site are continuously 
15 performed at the remote site by using data in the 
storage" device located at the" remote site \ 

In the above-described method, in order to 
continue to perform the process that was being 
performed at the primary site at the remote site when 
20 the primary site is damaged, it is necessary to perform 
a remote copy from the primary site to the remote site 
in real time. However, the primary site and the remote 
site -are often separated distantly from each other. 
Therefore, if the remote copy from the primary site to 
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the remote site is performed in real time, it takes^ 
|^uc^ time for data communication, and the processing 
performance of the primary site is decreased. In an 
information-processing system required for high 
5 availability (HA) , the processing performance of the 
primary site should not be decreased, and the process 
should be rapidly resumed at the remote site when the 
primary site is damaged. 

SUMMARY OF THE INVENTION 

1° The present invention is designed to solve 

the aforementioned problem, and it is an object of the 
present invention to provide a storage system and a 
method of controlling the same. 

To achieve this object, there is provided a 

15 method of controlling a storage system comprising a 
first storage device having a first storage volume 
provided at a first site, a second storage device 
having a second storage volume provided at a second 
site, ~and a~~thi^ third storage 

20 volume provided at a third site, the storage devices 
being connected so as to communicate with each other, 
wherein the method includes the steps ^ of: storing a 
copy of data stored in the first storage volume in the 
second storage volume at a first time; writing the copy 

25 of data written in the first storage volume into the 
third storage volume; storing, in the third storage 
device, a write history of the data written in the 
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first storage volume as a first differential management 
table after the first time; and allowing the third 
storage device to make the contents of the data stored 
in the second storage volume consistent with the 
5 contents of the data stored in the first storage volume 
using the first differential management table and the 
third storage volume of the third storage device. 

Here, in an information-processing system in 
which a first site is a primary site, a second site is 
10 a remote site, and a third site is a local site 

provided in the vicinity of the first site, it becomes 
possible to make the second storage volume consistent 
with the first storage volume by remotely copying only 
the differential data between the first storage volume 
15 .and the second storage volume from the third storage 

volume to the second storage volume when the first site 
is damaged . 

Therefore, it is possible to provide a 
storage system and a method of controlling the storage 
20 system having the above" effects 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig, 1 is a diagram illustrating a schematic 
configuration of an information-processing system 
according to the present embodiment; 
25 Fig. 2 is a diagram illustrating a 

configuration of a disk array device according to the 
present embodiment; 
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Fig. 3 is a diagram illustrating a 
configuration of an information-processing apparatus 
according to the present embodiment; 

Fig. 4 is a diagram illustrating a 
5 configuration of a channel control unit in a storage 
device according to the present embodiment; 

Fig. 5 is a diagram illustrating a table 
stored in a shared memory in a storage device according 
to the present embodiment; 
10 Fig. 6 is a diagram illustrating a pair 

management table according, to the present embodiment; 

Fig. 7 is a diagram illustrating a 
differential management table according to the present 
embodiment; 

15 Fig. 8 is a diagram illustrating a change in 

the state of each storage device when a normal 
operation is performed at the first site in the 
information-processing system according to the present 
embodiment; 

20 Fig. 9 is a flow diagram explaining a 

processing flow in a first information-processing 
apparatus when a normal operation is performed at the 
first site in the information-processing system 
according to the present embodiment; 

25 Figs. 10A and 10B are flow charts explaining 

a processing flow in a third storage device when a 
normal operation is performed at the first site in the 
information-processing system according to the present 
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embodiment; and 

Fig. 11A and 11B are diagrams illustrating an 
operation in which a logical volume of a second storage 
device is made to be consistent with a logical volume 
5 of the first storage device in order to shift a second 
site into use as the normal system in the information- 
processing system according to the present embodiment. 



DESCRIPTION OF THE EMBODIMENT 

CONFIGURATION OF INFORMATION-PROCESSING SYSTEF 

Fig. 1 is a block diagram illustrating the 
entire configuration of an information-processing 
system including a storage system 100 according to the 
present embodiment. 

The information-processing system comprises a 



10 



15 storage devicejlO (hereinafter, referred to as 'a first 
storage device^f provided at a first site, an 
information-processing apparatus 11 (hereinafter, 
referred to as 'a first information-processing 
apparatus') accessing the first storage device, a 

20 storage device|20 (hereinafter, referred to as 'a 

second storage device Jfl provided at a second site, an 
information-processing apparatus 21 (hereinafter, 
referred to as 'a second information-processing 
apparatus 1 ) accessing the second storage device, and a 

25 storage device^30 (hereinafter, 'a third storage 
device J^provided at a third site. As a detailed 
example of each of the sites, this could be a computer 



facility operated by an organization, such as a 
university or corporation, or a data center in which an 
operation of a web server on the Internet or an 
operation of ASP (Application Service Provider) is 
performed. The information-processing system is built 
for disaster recovery in the event of an earthquake, 
fire, typhoon, flood, lightning, act of terrorism, and 
the like. This is described in detail in US Patent 
application No. 10/096375. The US patent application 
No. 10/096375 is included : herein by reference. 

In this embodiment, the first site is the 
above-described primary site, the second site is the 

above-described remote site, and the third site is the 

■ 

above-described local site. 

The storage devices 10, 20, and 30 provided 
at the respective sites are connected so as to 
communicate with each other via a first network 40. 
The first network 40 is, for example, the Gigabit 
Ethernet (a registered trademark), an asynchronous 
transfer* ' mode~ TATH)7~a "public TXrie™ andT the "TikV. 

Each of the information-processing 
apparatuses 11 and 21 is a computer comprising a 
central processing unit (CPU) and a memory, such as a 
personal computer (PC), a workstation, or a main frame. 
Each of the information-processing apparatuses 11 and 
21 may be composed of a plurality of computers 
connected to each other. In each of the information- 
processing apparatuses 11 and 21, an operating system 



is in use. Application software is operated through 
the operating system. 

For example, the application software could 
provide a function of an automatic teller system of a 
bank or a seat reservation system of an airplane. The 
information-processing apparatuses 11 ^nd 21, and the 
storage .devices. 10 and 20 in the first site and the 
second site are interconnected by communication means 
(e.g., a communication line and a network), 
respectively. The communication means is, for example, 
a local area network (LAN), a .storage area network 
(SAN) , an Internet Small Computer System Interface 
(ISCSI), a fibre channel, an Enterprise Systems 
Connection (ESCON) (a registered trademark), a Fibre 
Connection (FICON) (a registered trademark), and the 
like. 

Fig. 2 shows the detailed configuration of a 
disk array device described as one example of the first 
to third storage devices 10, 20, and 30. Further, the 
first "to "third" storage "devices'* 1 0 ,* "T67 and" 3*6" may~be/~ 
for example, semiconductor storage devices, in addition 
to the disk array devices. The disk array device 
comprises a channel control unit 101, a remote 
communication interface 102, a disk control unit 103, a 
shared memory 104, a cache memory 105, a switching 
control unit 106, which is composed of, for example, a 
crossbar switch, for connecting the above components 
such that they can communicate with each other, a 
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management terminal 107, and a^storage J^vic^/108 . 

The cache memory 105 is mainly used to 
temporarily store data communicated between- the channel 
control unit 101 and the disk control unit 103. For 
example, if data input /output commands received from 
the information-processing apparatuses 11 and 21 by the 
channel control unit 101 are write commands, the 
channel control unit 101 writes write data received 
from the information-processing apparatuses 11 and 21 
into the cache memory 105. : Further, the disk control 
unit 103 reads out the write data from the cache memory 
105 and writes it into the. storage .^device) 108 . 

The disk control/unit 103 reads out data 
input /output (I/O) requests which are written into the 
shared memory 104 by the channel control unit 101, and 
writes or reads data into or from the Storage, ^vicej 
108 according to commands (e.g., commands of SCSI 
(Small Computer System Interface) standards) set up in 
the data I/O requests. The disk control unit 103 
writes" the data" read' out f rbm the" isVorVge\|devicQ" 108 
into the cache memory 105. Further, the disk control 
unit 103 transmits notice of "the completion of data 
write or data read to the channel control unit 101. 
The disk control unit 103 may have a function for 
controlling the !storag^|devices| 108 in a RAID 
(Redundant Array of Inexpensive Disks) level (e.g., 0, 
1, 5) defined in a so-called RAID manner. 

The storage ^evicej 108 is, for example, a 
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hard disk device. The storage ^devicej 108 may be 
integrated with the disk array device or may be 
independently provided therefrom. A storage area 
provided by the storage|devicej 108 at each site is 
managed using a logical volume 109, which is a volume 
logically set up in the storage area, as a unit. 
Writing or reading data into or from the storage ]^evic^ 
108 can be performed by designating an identifier, 
which is given to the logical volume 109. 

The management terminal 107 is a computer for 
maintaining and managing the disk array device or the 
storage (devic^ 108. The change of software or 
parameters carried out in the channel control unit 101 
or the disk control unit 103 is performed by the 
instructions from the management terminal 107. The 
management terminal 107 may be built in the disk array 
device or may be separately provided therefrom. 

The remote communication interface 102 is a 
communication interface (a channel extender) for data 
cdnTOuhicatroh ^with other storag¥^de"vrce"s " il),~207 'and 
30, and data duplicated by a remote copy, which will be 
described later, is transmitted via the remote 
communication interface 102. The remote communication 
interface 102 converts an interface (e.g., an 
interface, such as a Fibre Channel, an ESCON (a 
registered trademark), or a FICON (a registered 
trademark) ) of the channel control unit 101 into a 
communication method for the first network 40. It 
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allows data transmission between the storage devices 
10, 20, and 30. . 

Further, the disk array device may be, for 
example, a device functioning as a NAS (Network 
5 Attached Storage) that is configured to accept data 
input/output requests according to file name 
designation from the information-processing apparatuses 
11 and 21 by a protocol, such as an NFS (Network File 
System) , in addition to a device having the above- 
10 stated configuration. 

T he shared memory 104 is accessible by both 
, the channel control unit lOl^and the disk control unit ^J^-c^^ 
103. The shared memory is. used to deliver data 
input/output request commands and also stores 
15 management information for the storage devices 10, 20, 
and 30 or the storage device 108. In this embodiment, 
a consistency group management table 200, a pair 
management table 201, and a differential management 
table 202 are stored in the shared memory 104, as shown 

20 In- Fig; 5T~ """" ~" " ~ 

Fig. 3 is a block diagram illustrating the 
configuration of the information-processing apparatuses 
11 and 21. 

The information-processing apparatuses 11 and 
25 21 each comprise a CPU 110, a memory 120, a port 130, a 
recording medium reading device 140, an input device 
150, and an output device 160. 

The CPU 110 is in charge of the control of 
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the entire information-processing apparatuses 11 and 



programs stored in the memory 120. The recording 
medium reading device 140 is a device for reading out 
programs or data recorded on a recording medium 17 0. 
The read programs or data are stored in the memory 12 0. 
Thus, for example, it is possible to read a storage 
device management program 121 or an application program 
122, which is recorded on the recording medium 170, 
from the recording medium 170 using the recording 
medium reading device 14 0 and to. store it in the memory 
120. As the recording medium 17.0, a flexible disk, a 
CD-ROM, a semiconductor memory, and the like may be 
used. The recording medium reading device 14 0 may be 
built in the information-processing apparatuses 11 and 
21 or may be separately provided therefrom. For 
example, the input device 150 is used for inputting 
data into the information-processing apparatuses 11 and 
21 by an operator. As the input device 150, for 
-example"; ~aT keyboard" a "moiTsV,"'^ 

The output device 160 is a device for outputting 
information to the outside. As the output device 160, 
for example, a display, a printer, and the like are 
used. The port 130 is a device for communicating with 



130 may be used for communication between the 
information-processing apparatuses 11 and 21. In this 
case, for example, the storage device management 



21, and realizes various functions by executing 



the storage devices 10, 20, and 30. 




program 121 or the application program 122 may be 
received from the information-processing apparatuses 11 
and 21 via the port 130 and may be stored in the memory 
120. 

The storage device management program 121 is 
a program for performing the copy management of the 
data stored in the logical volume 109 that is included 
in the storag j^devic^ 108. Various commands for 
performing the copy management are transmitted to the 
storage devices 10, 20, and 30 to allow the copy 
management operation to be performed. 

The application program 122 is a program for 
making the information-processing apparatus 11 and 21 
execute various functions. For example, there are a 
function for realizing the above-stated automatic 
teller system of the bank, a function for realizing the 
seat reservation system of the airplane, and the like. 

Fig. 4 is a block diagram showing the 
configuration of the channel control unit 101. 

The" ^'cftariher ~cbntTF6T "unit TOT" comprises a CPU 
211, a cache memory 212, a control memory 213, a port 
215, and a bus 216. 

The CPU 211 is in charge of the control of 
the entire channel control unit 101 and executes a 
control program 214 stored in the control memory 213. 
The copy management of data according to the present 
embodiment is realized as the control program 214 
stored in the control memory 213 is executed. The 
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cache memory 212 is a memory for temporarily storing 
data, commands, and the like, which are communicated 
with the information-processing apparatuses 11 and 21. 
The port 215 is a communication interface for 
5 communicating with the information-processing 

apparatuses 11 and 21 or for communicating with other 
devices in the storage devices 10, 20, and 30. The bus 
216 connects these devices to each other. 

[ PAIR MANAGEMENT TABLE] 

10 A pair management table 201 is a copy 

management table of the logical volume 109 of each of 
the storage devices 10, 20, and 30. The pair 
management table 201 comprises 'type of pair 1 , 'copy 
manner', 'copy source device', 'copy destination 

15 device', 'copy source volume', 'copy destination 
volume', 'paring status 1 , and 'consistency group' 
columns . 

A pair refers to a combination of logical 
volume ~a~ 10 9*T6rme^b^"twcT logical "^oluines' , T09''. 

20 Further, a case in which two logical. volumes 109 

forming a pair are in the same storage devices 10, 20 
and 30 is called a 'local pair', and a case in which 
they are in different storage devices 10, 20 and 30 is 
called a 'remote pair'. Of the logical volumes 109 

25 forming a pair, one is a main logical volume, and the 
other is a secondary logical volume. It is possible to 
combine a plurality of secondary logical volumes with 
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one main logical volume. 

If the information-processing apparatuses 11 
and 21 instruct the copy source storage devices 10, 20, 
and 30 to form remote pairs, each of the copy source 
5 storage devices 10, 20, and 30 update the pair 

management table 202 of the shared memory 104 in each 
of the copy source storage devices 10, 20, and 30. 
Thereafter, the copy source storage devices 10, 20, and 
30 instruct the copy destination storage devices 10, 

10 20, and 30 to form the remote pairs. The copy source 
storage devices 10, 20, and 30 having received the 
instruction update the pair management tables 202 of 
the share.d memories 104 in the copy destination storage 
devices 10, 20, and 30. 

15 The column 'type of pair' in the pair 

management table 201 represents whether the pair is a 
local pair or a remote pair. The column 'copy manner' 
represents whether a remote copy manner is a 
synchronous manner or an asynchronous manner when the 

20 "pax Tr~i~s ^hen^lh^t¥"^iF7 Furt 'heF,""Fhe^remo t e" copy and" 
the manner thereof will be described later. The 
columns 'copy source device 1 and 'copy destination 
device' represent the storage devices 10, 20, and 30 of 
the copy source and the storage devices 10, 20, and 30 

25 of the copy destination when the pair is the remote 
pair. The column 'copy source volume' represents a 
main logical volume of the pair, and the column 'copy 
destination volume' represents a secondary logical 
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volume of the pair. 

The column 'state of pair' represents the 
state of the pair. As the state of the pair, there are 
'under pair', 'under split' , and 'under 
5 resynchronization ' . 

In case of the 'under pair 1 , data written 
into the main logical volume from the information- 
processing apparatuses 11 and 21 is reflected to the 
secondary logical volume. Thus, it is possible to 
10 surely equalize the contents stored in the main logical 
volume with the contents stored in the secondary 
logical volume by matching the main logical volume to 
the secondary logical volume. 

In case of the under split 1 , even though 
15 data is written from information-processing apparatuses 
11 and 21 into the main logical volume, the data is not 
reflected to the secondary logical volume. That is, 
the 'under split' state is a state in which the 
correspondence between the main logical volume and the 
20 * secoiTda^y^ ^ 

released. Thus, the identification between the 
contents of the main logical volume and the contents of 
the secondary logical volume is not secured. However, 
since the contents of the secondary logical volume are 
25 not updated in the 'under split' state, the data can be 
backed up at this time. 

The 'under resynchronization' is a state in 
the course of shifting from the 'under split' to the 



'under pair 1 . That is, in the 'under split 1 , the data 
update performed on the main logical volume is being 
reflected to the secondary logical volume. If the 
reflection is completed, the state of the pair becomes 
the 'under pair'. Further, shifting the pair from the 
state of the 'under split' to the state of the 'under 
pair 1 is called pair re-forming. 

The formation of a pair, the split of a pair, 
and the re-formation of a pair are performed by the 
operator inputting instructions from the input device 
150 to the information-processing apparatuses 11 and 21 
in which the storage device management program 121 is 
executed. . The instructions input by the operator are 
transmitted to the channel control units 101 in the 
storage devices 10, 20, and 30. Then, the channel 
control unit 101 executes the control program 214 to 
perform the formation of the pair or a change of the 
state of the pair according to the instructions. The 
channel control unit 101 performs the control of the 
logircal vol tame* * 109 Accord Ing' to"" t Fe~^l.Fihg " s t aTus~" of" " 
the formed pair. For example, the channel control unit 
101 reflects the copy of the updated data of the main 
logical volume to the secondary logical volume with 
respect to the pair in the 'under pair' state. 

The change of the pairing status by the 
channel control unit 101 is sequentially performed on 
each pair. The reason is that, for example, in a state 
in which a pair is formed by combining a plurality of 



secondary logical volumes with one main logical volume 
as described above, when a plurality of pairing 
conditions is simultaneously changed, management for 
the main logical volume is complicated, 
5 Further, while the formation of a pair or the 

shift of a paring status is initiated by the 
instructions received by information-processing 
apparatuses 11 and 21 from the operator, the shift of 
the paring status may be automatically performed, for 

10 example, when a predetermined time elapses without 
instructions from the operator. Is addition, the 
formation of a pair or the shift of a paring status may 
be performed by receiving instructions from the 
information-processing apparatuses 11 and 21 connected 

15 via the port 215. 

In this embodiment, a pair is set up as shown 
in the pair management table of Fig. 6. That is, the 
logical volume 109 (hereinafter, referred to as f a 
first logical volume') at the first site forms a local 

20 pairT" *" Ful:YKe~r7^tfie *^e "V" 
(hereinafter, referred to as 'a first secondary logical 
volume') of the local pair of the first logical volume 
and the logical volume 109 (hereinafter, referred to as 
'a second logical volume') at the second site form a 

25 remote pair. The remote pair of the first main logical 
volume and the logical volume 109 (hereinafter, 
referred to as 'a third logical volume') at the third 
site is always in the 'under pair' state, and the third 



logical volume is always consistent with the first main 
logical volume by the remote copy in a synchronous 
manner, which will be described later. 

Further, data backup from the first logical 
volume to the second logical volume is performed as 
follows. First, the first storage device 10 shifts the 
local pair of the first logical volume to the 'under 
split 1 by the instructions from the first information- 
processing apparatus 11. When split is completed, the 
first storage device 10 re-forms the remote pair of the 
first secondary logical volume and the second logical 
volume according to the instructions from the first 
information-processing apparatus 11. Further, the 
first information-processing apparatus can continue to 
perform the process using a main logical volume 
(hereinafter, referred to as 'a first main logical 
volume 1 ) of the local pair of the first logical volume 
during the re-formation of the remote pair. 

[CONSISTENCY- GROUP] 

The number of a consistency group (i.e., a 
pair group) to which the pair belongs is written into 
the column 'consistency group' of the paring status 
management table 201. Here, a consistency group refers 
to a group formed of pairs of a plurality of logical 
volumes 109, which is controlled so that the shift to 
the split state thereof is simultaneously made. That 
is, a change of the paring status with respect to the 



plurality of pairs is sequentially performed on each 
pair as described above. However, a plurality of pairs 
belonging to the same consistency group is controlled 
such that the shift to the split state thereof is 
5 simultaneously performed (hereinafter, it is referred 
to as simultaneity of the shift to the split state) . 

For example, a case is considered in which 
data is written from the information-processing 
apparatuses 11 and 21 to the storage devices 10, 20, 

10 and 30 while the storage devices 10, 20, and 30 

sequentially change a plurality of pairs belonging to 
the same consistency group from the. 'under pair' to the 
'under split'. If the consistency group has not been 
formed, the write data is not reflected to the 

15 secondary logical volume when the data writing is 

intended with respect to the main logical volume of the 
pair the shift to the split state of which is 
completed. On the contrary, if the data writing is 
intended with respect to the main logical volume of the 

20 paijTth^ 

completed, the write data is reflected to the secondary 
logical volume. However, when the consistency group 
has been formed, the write data is not reflected to the 
secondary logical volume, regardless of whether the 
25 shift to the split state is completed. This is because 
the data writing from the processing devices 11 and 21 
to the storage devices 10, 20, and 30 is called after 
the split for the pair of the consistency group has 



been initiated (the release of correspondence is 
initiated) . 

As described above, forming a consistency 
group with respect to a plurality of pairs is 
particularly effective when one data item is stored in 
the plurality of logical volumes 109, for example, when 
the write data is too large to be stored in one logical 
volume 109, and when one file data item is controlled 
so that it is stored in the plurality of logical 
volumes 109. 

In addition, securing simultaneity for the 
shift of each pair to the split state using the 
consistency group is effective even when there is a 
data write request or a data read request from the 
information-processing apparatuses 11 and 21 to the 
.secondary logical volume. 

That is, the reason is that, when the 
consistency group has not been formed, data writing or 
data reading can be performed with respect to a 
secondary "1 ogicaT" ~vo I iime~ of H:He~"pal r ~ theT ~s hif t ~ to" t he 
split state of which is completed, but data writing or 
data reading is prohibited with respect to a secondary 
logical volume of the pair the shift to the split state 
of which is not completed. 

Further, a split for a pair of the 
consistency group may be performed by designating the 
start time thereof. The start time of the split is 
instructed by a command transmitted from the 
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information-processing apparatuses 11 and 21. 

[REMOTE COPY] 

When the above-stated remote pairs are formed 
in the logical volumes 109 of the first to third 
storage devices 10, 20, and 30, the copy source storage 
devices 10, 20, and 30 transmit data copied by the 
remote copy to the copy destination storage devices 10, 
20, and 30. The corresponding relationship between the 
main logical volumes of the copy source storage devices 
10, 20, and 30 and the secondary logical volumes of the 
copy destination storage devices 10,. 20, and 30 is set 
up in the above-stated pair management table 201. When 
the information-processing apparatuses 11 and 21 write 
data to the main logical volumes of the copy source 
storage devices 10, 20,. and 30 while the paring status 
is the 'under pair 1 , the copy source storage devices 
10, 20, and 30 transmit the copy of the data to the 
copy destination storage devices 10, 20, and 30 via the 
-f irst ~networ kr ~4XT. ThenT^ 'the" *copy"destTrTat storage 
devices 10, 20, and 30 write the received data to the 
secondary logical volumes. While the pairing status is 
'under split 1 , the copy source storage devices 10, 20, 
and 30 do not transmit the copy of the data to the copy 
destination storage devices 10, 20, and 30 even when 
the information-processing apparatuses 11 and 21 write 
data to the main logical volumes of the copy source 
storage devices 10, 20, and 30. The copy source 
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storage devices 10, 20, and 30 transmit the copy of the 
data to the copy destination storage devices 10, 20, 
and 30 at the timing when the paring status is shifted 
to the 'under resynchronization f , and then the copy 
destination storage devices 10, 20, and 30 write the 
received data to the secondary logical volumes. That 
is, the remote copy is performed to make the contents 
of the main logical volumes of the copy source storage 
devices 10, 20, and 30 consistent with the contents of 
the secondary logical volumes of the copy destination 
storage devices 10, 20, and 30, wherein the copy source 
storage devices 10, 20, and 30 correspond to the copy 
destination storage devices 10, 20, and 30. 

Further, the remote copy manner includes a 
synchronous manner and an asynchronous manner, which 
are determined in the 'copy manner 1 column of the 
differential management table 202. In the case of the 
synchronous manner, if the information-processing 
apparatuses 11 and 21 request the copy source storage 
devices* 1 0,"2 0 ™ancT~3 0 ~t o "wf it e ~ da taT xri t o~ the ' ma 1 n 
logical volumes, the copy source storage devices 10, 
20, and 30 first write data into the main logical 
volumes thereof. In addition, the copy source storage 
devices 10, 20, and 30 transmit the same data as the 
write data to copy destination storage devices 10, 20, 
and 30. Then, the copy destination storage devices 10, 
20, and 30 write the received data into the secondary 
logical volumes and notify that fact to the copy source 
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storage devices 10, 20, and 30. The copy source 
storage devices 10, 20, and 30 that have received this 
notification give notice that data writing has been 
completed to the information-processing apparatuses 11 
5 and 21. 

In such a synchronous manner, the 
information-processing apparatuses 11 and 21 have 
notice of the completion of data writing after it is 
confirmed that data is written to both the main, logical 

10 volumes and secondary logical volumes. Accordingly, in 
the synchronous manner, the correspondence between the 
contents of the main logical volumes, .and the contents 
of the secondary logical volumes is secured at the time 
when the information-processing apparatuses 11 and 21 

15 receive notice of the completion. However, the 

information-processing apparatuses 11 and 21 receive 
notice of the completion until data is completely 
written into the secondary logical volume. Thus, in 
the synchronous manner, response time until the 

20 "completion -notice^ returns^ t^ 

apparatuses 11 and 21 after a data write request is 
transmitted from information-processing apparatuses 11 
and 21 to the copy source storage devices 10, 20, and 
30 is generally longer than that in the asynchronous 

25 manner. 

Meanwhile, in the asynchronous manner, when 
the information-processing apparatuses 11 and 21 
request the copy source storage devices 10, 20, and 30 
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to write data into the main logical volumes, the copy- 
source storage devices 10, 20, and 30 write data into 
the main logical volumes. Further, the copy source . 
storage devices 10, 20, and 30 transmit the same data 
5 as the write data to the copy. destination storage 

devices 10, 20, and 30. The copy destination storage 
devices 10, 20, and 30 write the received data into the 
secondary logical volumes and notify that fact to the 
copy source storage devices 10, 20, and 30. Here, if 
10 the copy source storage devices 10, 20, and 30 write 
data to the main logical volumes, they immediately 
transmit the completion notice to' the information- 
processing apparatuses 11 and 21, ; irregardless of 
whether data is written to the secondary logical 
15 volumes of the copy destination storage devices 10, 20, 
and 30. Thus, in the asynchronous manner, response 
time with respect to the information-processing 
apparatuses 11 and 21 is generally shorter as compared 
to the synchronous manner. However, the data 
20 coincidence ~between"t T6gTc¥r"v^Iiimes "andTthe 

secondary logical volumes is not necessarily secured. 
Further, in the case of the asynchronous manner, the 
copy source storage devices 10, 20, and 30 manage data 
that is not reflected to the secondary logical volumes 
25 of the copy. destination storage devices 10, 20, and 30. 

In this embodiment, a remote pair between the 
first main logical volume and the third logical volume 
performs a remote copy in the synchronous manner. 



Thus, the contents of the first main logical volume are 
always consistent with the contents of the third 
logical volume. 

[DIFFERENTIAL MANAGEMENT TABLE] 
5 The differential management table 202 shows 

whether any block of a certain logical volume 109 is 
updated on the basis of a predetermined time. As shown 
in Fig. 5, the table is generally recorded in the 
shared memories 104 of the storage devices 10, 20, and 

10 30 in a bitmap format, and each bit corresponds to a 
block in the logical volume 109. The . differential 
management table 202 in which an initial state of each 
item is f 0 f is recorded in the shared memories 104 of 
. the storage devices 10, 20, and 30. If the storage 

15 devices 10, 20, and 30 write data in the logical 
volumes 109, each of them updates a bit on the 
differential management table, which indicates a block 
in which the data is stored, to r l f . 

In this embodiment, whether the third storage 

20 device 30 updates any block of the third logical volume 
on the basis of the time when the local pair of the 
first logical volume is split is recorded in the shared 
memory 104 of the third storage device 30 as the 
differential management table 202. As described above, 

25 the remote pair between the first main logical volume 
and the third logical volume is always the 'under 
pair 1 , thereby performing the remote copy in the 
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synchronous manner. Thus, the differential management 
table 202 of the third storage device 30 indicates a 
write history of data recorded in the first main 
logical volume after the local pair of the first 
5 logical volume is split. That is, in the differential 
management table 202, data in the. third logical volume 
of a block in which '1' is set up is data recorded in 
the first main logical volume after the local pair of 
the first logical volume is split. In addition, the 
10 first information-processing apparatus 11 backs up the 
first secondary logical volume to the second logical 
volume in a state in which the local pair of the first 
logical volume is split. 

In this way, when the first site is damaged, 
15 the third storage device 30 makes the second logical 

volume consistent with the first main logical volume by 
remotely copying only data in the third logical volume, 
which is set up to '1' in the differential management 
table 202 of the third storage device 30, to the second 
20 logical volume. 

However, when the first site is damaged while 
the first storage device 10 performs a remote copy from 
the first secondary logical volume to the second 
logical volume, the second logical volume has not been 
25 updated so as to be consistent with the first main 

logical volume at the time when the local pair of the 
first logical volume is split the last time. Thus, the 
third storage device 30 can make the second logical 



volume consistent with the first main logical volume 
only with the differential management table 202 at the 
time when the first logical volume is split the last 
time. 

Thus, in this embodiment, the third storage 
device 30 records the differential management table 202 
at the time when the local pair of the first logical 
volume is split the time before last and the last time. 
Accordingly, when the first site is damaged while the 
first storage device 11 performs a remote copy from the 
first secondary logical volume to the second logical 
volume, the third storage device 30 can make the second 
logical volume consistent with the first main logical 
volume using the differential management table 202 
recorded at the time when the local pair of the first 
logical volume is split the time before last. 

Fig. 7 shows an example in which the first 
site is damaged while the first storage device 10 is 
performing a remote copy from the first secondary 
logical volume to the second logical volume. In the 
differential management table 202," ' l f is set up with 
respect to a block of the third logical volume on which 
the third storage device 30 performs update, and Fig. 7 
shows the contents of write data in the logical volume 
for the sake of convenience in the present invention. 
As shown in Fig. 7, at the time when it is damaged, 
update is completed up to the data '5 f in the remote 
copy from the first secondary logical volume to the 



second logical volume, which is performed by the first 
storage device 10. However, since, the update of the 
subsequent data '9' is not completed, the second 
logical volume is not consistent with the first main 
logical volume at the time when the local pair of the 
first logical volume is split the last time. Thus, the 
third storage device 30 remotely copies, to the second 
logical volume, data 'I 1 , 1 5 ! , f 9 ! , '3', ' 4 f , and f 2' 
of the blocks 1 to 6 in which '1' is set up in the 
differential management table at the time when the 
local pair of the first logical volume is split the 
time before last. Accordingly, the third storage 
device 30 can make the second logical volume consistent 
with the first main logical volume at the time when the 
first site is damaged. 

Further, if the storage devices 10, 20, and 
30 receive differential delete requests from the 
information-processing apparatuses 11 and 21, they 
update all bits of the differential management tables 
202 to * 0 ? . The information-processing apparatuses 11 
and 21 may perform the differential delete requests by 
designating a differential delete start time. In 
addition, the information-processing apparatuses 11 and 
21 can instruct differential deletion in a consistency 
group unit when the logical volume 109 that performs 
the update management in the differential management 
table 202 forms the consistency group. 

In this embodiment, the third logical volume 
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has two differential management tables 202, as 
described above. If the third storage device 30 
receives a differential delete request from the first 
information-processing apparatus 11, it deletes only 
5 the differential management table 202 at the time when 
the local pair of the first logical volume is split the 
time before last, and begins to record on the 
differential management table 202 update information at 
the time when the local pair is newly split. 

10. TRANSITION IN GENERAL OPERATION 

Fig. 8 illustrates the transition of a data 
state in each site at the time Tl to T3 when the first 
information-processing apparatus 11 operates a normal 
system. Further, STn written in the logical volume 109 

15 indicates that the logical volume 109 is consistent 
with the first main logical volume at the time Tn. 
Further, Atxy indicates a differential management table 
202 from the time Tx to the time Ty. 

First, a state at the time Tl will be 

20 described. Assuming that the last split time of a 

local pair in the first logical volume is TO, a state 
is illustrated in which the first information- 
processing apparatus 11 splits the local pair of the 
first logical volume at the time Tl. The state is as 

25 follows: the local pair of the first logical volume is 
the 'under split 1 , a remote pair of the first main 
logical volume and the third logical volume is the 
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'under pair 1 , and a remote pair of the first secondary 
logical volume and the second logical volume is the 
'under split 1 . The first information-processing 
apparatus 11 designates the time Tl, which is the same 
5 as the split of the first logical volume, and transmits 
a delete request from the differential management table 
202 to the third storage device 30. The third storage 
device 30 having received the request deletes, at the 
time Tl, the differential management table 202 recorded 
10 at the time when the local pair of the first logical 
volume is split the time before last. Further, the 
second logical volume is in the state of the first main 
logical volume at the time TO. 

Next, a state at the time T2 will be 
15 described. In this state, the first storage device 10 
re-forms a local pair of the first secondary logical 
volume and the second logical volume according to an 
instruction from the first information-processing 
apparatus 11. The first information-processing 
20 apparatus 11 monitors the pairing status of a remote 
pair of the first secondary logical volume and the 
second logical volume. Then, when the paring status 
becomes the 'under pair', the first information- 
processing apparatus 11 instructs the first storage 
25 device 10 to split the remote pair. 

Finally, a state at the time T3 will be 
described. In this state, the first information- 
processing apparatus 11 instructs the first storage 
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device 10 to re-form a local pair of the first logical 
volume. Then, the first storage device 10 re-forms the 
local pair of the first logical volume. 

As describe above, the transition from the 
state at the time Tl to the state at the time T3 
repeatedly occurs when the first site is not damaged. 
The operation of the first information-processing 
apparatus 11 and the third storage device 30 during 
this transition will be described. 

First, the operation of the first 
information-processing apparatus 11 will be described 
with reference to Fig. 9. The first information- 
processing apparatus 11 instructs the first storage • 
device 10 to split the local pair of the first logical 
volume with time designation (S911) . Here, the split 
is executed on the local pair in a consistency group 
unit. Further, the first information-processing 
apparatus 11 transmits to the third storage device 30 a 
differential delete request in which the same time as 
the split is set up as a differential delete start time 
(S912) . Further, the differential delete request is 
performed on the remote pair in the consistency group, 
which is the same as the local pair on which the split 
is performed. When the first information-processing 
apparatus 11 receives split completion notice from the 
first storage device 10 and differential delete 
completion notice from the third storage device 30 
(S914) after the setup time has elapsed (S913), it 



instructs the first storage device 10 to re-form the 
remote pair of the first secondary logical volume and 
the second logical volume (S915) . The first 
information-processing apparatus 11 monitors the 
pairing status of the remote pair of the first 
secondary logical volume and the second logical volume. 
Then, when the state of the pair becomes the 'under 
pair 1 (S916) , the first information-processing 
apparatus 11 instructs the first storage device to 
split the pair (S917). Subsequently, the first 
information-processing apparatus 11 instructs the first 
storage device 10 to re-form the local pair of the 
first logical volume (S918) . The first information- 
processing apparatus 11 repeatedly executes such a 
series of processes. 

Next, the operation of the third storage 
device 30 will be described with reference to Figs. 10A 
and 10B. When the third storage device 30 receives a 
differential delete request from the first information- 
processing apparatus 11, it sets up a differential 
delete start time to a consistency group management^ 
table 200 (S1011) . The third storage device 30 
monitors a data write request from the first storage 
device 10 during the differential delete start time 
(S1012) . When the third storage device 30 receives the 
data write request from the first storage device 10, it 
confirms whether data is recorded in the logical volume 
109 in which the differential management table 202 has 
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not yet been deleted (S1013) . If the data writing is 
performed in the logical volume 109 in which the 
differential management table 202 has not yet been 
deleted, the third storage device 30 compares the time 
5 set in the write request with the differential delete 
start time (S1014) . When the time set in the write, 
request is later than the differential delete start 
time, the third storage device 30 first deletes the 
differential management table 202 of a logical volume 
10 .109, which is^l) write 4trj ecff (S1015) . The third 

storage device Tu then records., the ^^tte^ntonnatiQn 
on the differential management table 202 . (S1016) . 
Further, if a data write request from the first storage 
device 10 is directed to the logical volume 109 in 
15 which the dif^eren^^^ been deleted, the 

third storage device 30 does not perform the deletion 
of the differential management table 202 and records 
the written information on • the differential management 
table 202 (S1017) . Further, even though the write is 
20 directed* to the logical volume 109 in which the 

differential management table 202 is not deleted, the 
third storage device 30 does not perform the deletion 
of the differential management table 202 and records 
the written information on the differential management 
25 table 202 when the time set in the write request is 

faster than the differential delete start time (S1017) . 

As such, the third storage device 30 compares 
the time set up in tjae write request received from the 
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first storage device 10 with the differential delete 
start time set up in the differential delete request 
received from the first information-processing 
apparatus 11, and performs the data writing on the 
5 differential management table 202 and the data deletion 
from the differential management table 202 in a time 
sequence. That is, the data writing on the first main 
logical volume and the split for the local pair of the 
first logical volume performed by the first storage 
10 device 10, and the data writing on the differential 
management table 202 and the data deletion from the 
differential management table 202 performed by the 
third storage device 30 is performed .in regular order. 
Accordingly, it is secured that the differential 
15 management table 202 of the third storage device 30 is 
a write history of data written to the first main 
logical volume after a time when the local pair of the 
first logical volume is split. 

Further, if the third storage device 30 does 
20 not receive a write request from the first storage 

device 10, it deletes the differential management table 
202 of the logical volume 109 which has not yet been 
deleted (S1019) after the differential delete start 
time has been elapsed (S1018) . Since the third storage 
25 device 30 deletes the differential management table 202 
in a consistency group unit, it confirms whether the 
deletion of the differential management tables 202 for 
all pairs in the consistency group is completed 



(S1020) . If the deletion of the differential 
management table 202 for all pairs in the consistency 
group is completed, the third storage device 30 deletes 
the differential delete start time from the consistency 
group management table (S1021) and transmits to the 
first information-processing apparatus 11 a notice that 
the differential management table 202 is completely 
deleted (S1022) . Further, each logical volume 109 has 
two differential management tables 202 as described 
above. Therefore, when the third storage device 30 
receives a differential delete request from the first 
information-processing apparatus 11, it deletes only 
the differential management table 202 recorded at the 
time when the local pair of the first logical volume is 
split the time before last. 

[PROCESS WHEN FIRST SITE IS DAMAGED] 

The operation of making the second logical 
volume consistent with the first main logical volume in 
order to operate the second site as a main system when 
the first site is damaged will be discussed. First, 
the second information-processing apparatus 21 
instructs the second storage device 20 to acquire the 
paring status of the remote pair of the second logical 
volume and the first secondary logical volume- The 
second storage device 20 having received this 
instruction refers to the pair management table 202 in 
the shared memory 104 of the second storage device 20 



and transmits the contents of the table to the second 
information-processing apparatus 21. 

Next, the second information-processing 
apparatus 21 instructs the second storage device 20 to 
form a remote pair in which a third logical volume is a 
main logical volume and a second logical volume is a 
secondary logical volume. Further, the second 
information-processing apparatus 21 transmits to the 
second storage device 20 whether the remote pair of the 
second logical volume and the first secondary logical 
volume was in the 1 resynchronization 1 state. 

When the second information-processing 
apparatus 21 instructs the second storage device 20 to 
form a pair of the third logical volume and the second 
logical volume, the second storage device 2 0 updates 
the pair management table 202 of the second storage 
device 20, Further, the second storage device 20 
transmits to the third storage device 30 the pair 
formation instruction and the state of the pair of the 
second logical volume and the first secondary logical 
volume received from the second information-processing 
apparatus 21. When the third storage device 30 
receives them, it updates the pair management table 202 
of the third storage device 30. Then, the third 
storage device 30 performs a remote copy from the third 
logical volume to the second logical volume based on 
the state of the pair of the second logical volume and 
the first secondary logical volume, which is received 
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from the second storage device 20. 

That is, if the state of the remote pair of 
the second logical volume and the first secondary 
logical volume is not the 1 resynchronization 1 , the 
5 third storage device 30 refers to the differential 

management table 202 at the time when the local pair of 
the first logical volume is split the last time. 
Further, if the state of the remote pair of the second 
logical volume and the first secondary logical volume 

10 is the 'under . ^synchronization' , the third storage 
device 30 refers to the differential management table 
202 at the time when the local pair of the. first 
logical volume is split the time before last. The 
third storage device 30 remotely copies only the third 

15 \ logical volume block on the referred differential 

management table 202, in which '1' is set up, to the 
second logical volume. 

Fig. 11A illustrates an example in which the 
remote pair of the. second logical volume and the first 

20 secondary logical volume is not in the 

'resynchronization' state. Assuming that the time when 
the local pair of the first logical volume is split the 
time before last is TO and the time when it is split in 
the last stage is Tl, Fig 11A illustrates a situation 

25 in which the first site is damaged at the time T3. 
Since the pairing status of the l^oca^air of the 
second logical volume and the first secondary logical 
volume is the 'under split', the third storage device 



30 remotely copies the block recorded on the 
differential management table 202 (AT13) at the time Tl 
from the third logical volume to the second logical 
volume. Therefore, it is possible to equalize the 
5 second logical volume, which is ST3, with the first 
main logical volume. 

Next, Fig. 11B illustrates an example in 
which the remote pair of the second logical volume and 
the first secondary logical volume is in the 
'^synchronization' state. Assuming that the time when 
the local pair of the first logical volume is split the 
time before last is TO and the time when it is split in 
the last stage is Tl, Fig 11B illustrates a situation 
in which the first site is damaged at the time T2 . 
Since the state of the local pair of the second logical 
volume, and the first secondary logical volume is the 
•resynchronization', the third storage device 30 
remotely copies the block recorded on the differential 
management table 202 (AT02) at the time TO from the 
third logical volume to the second logical volume. 
Therefore, it is possible to equalize the second 
logical volume, which is ST2, with the first main 
logical volume. 

In the aforementioned embodiments of the 
present invention, the embodiments are intended to easy 
understanding of the present invention, but the present 
invention is not limited thereto. The present 
invention may be modified without departing the spirit 
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thereof, and includes its equivalents 



